
TL LED Canopy Light
120W

CERTIFICATIONS

SPECIFICATIONS 

•	Explosion	Proof

•	Instant	on	/	off

•	Longer	lifespan	(50,000	hours)

•	IP66	Rated

•	5	year	warranty

Input Voltage:

Input Frequency:

Lumen Efficacy:

Wattage & Light Output:

90V	-	305V

50Hz	-	60Hz

130	LM/W

120W:	15,600	Lumens

Power Factor: >0.99

Kelvin Options:

CRI:

Lumen Maintenance:

Operating Temperature :

Fixture Gross Weight:

Body Material:

Electrical Box Material:

Reflector Material:

Mounting Technique:

6000K

93+

95%	at	50,000	hours

-35°C	to	55°C

10.44	Kgs

High-Pressure	Die-Casting	Aluminum 

Aluminum

Best	High-Pure	Aluminum

Recessed	or	Hook

Explosion Proof Certificate: TLLED-CAX-120-EXP

With	130	Lumens	per	Watt,	ThinkLite’s	LED	Canopy	
Lights	 is	 the	 industry’s	 most	 efficient	 lighting	 solution	 for	
fluorescent	 and	HID	 lighting	 replacements.	 The	housing	 is	
produced	with	high	grade	aluminum	which	gives	the	area	a	
high	end	look,	and	optimizes	light	distribution	for	improved	
efficiency.

LUMINOUS INTENSITY DISTRIBUTION

LM79 LM80

FEATURES

Ceiling Hole Size:
300mm x 120mm


